HF MARINE TRANSCEIVER

IC-M802

SPECIFICATIONS

Main unit
« Frequency coverage (Unit : MHz): Controller
Rx  0.5-29.9999 (continuous) Speaker
Tx 1.6— 2.9999, 4.0- 4.9999, 6.0- 6.9999 « Weight
8.0— 8.9999, 12.0-13.9999, 16.0-17.9999 I\g/iain unit
18.0—-19.9999, 22.0—22.9999, 25.0—27.5000
o Controller
* Type of emission : J3E (SSB), J2B (AFSK), F1B Speaker

(FSK), A1A (CW), H3E (AM")

(*Rx only)
* Number of channels

« Antenna impedance

» Max. current drain (at 13.6V DC):
Tx (Max. power) 30A (typ.)
Rx (Max. audio) 3.0A

» Operating temp. range
Guaranteed range

« Frequency stability

: 1355 (max.)

(160 programmable channels; 249 ITU SSB duplex; 72 ITU
SSB simplex; 662 ITU FSK duplex; 160 e-mail; 21 ITU
4MHz simplex; 31 ITU 8MHz simplex)

: 50Q (SO-239)

* Power supply requirement : 13.6V DC +15%

:=30°C to +60°C; —22°F to +140°F
: —20°C to +55°C; —4°F to +131°F
: #10Hz (at —20°C to +55°C)

TRANSMITTER

* Output power

» Microphone im

* Spurious emissions
» Unwanted sideband
« Carrier suppression

« Dimensions (WxHxD; projections not included):

240x94x238.4mm:; 9%16x3146x9% in
220x110x84.4mm; 82V/32x41V42x3%6 in
110x110x84.4mm; 41V42x41142x3%46 in

4.7kg; 10.36lb
570g; 1.26b
370g; 0.811b

1 150, 60, 20W PEP (Selectable)
1 —62dB

: 55dB

:40dB

pedance: 2.4kQ

@ Separation cabl
@ Hand micropho

Supplied accessories:

® Mounting bracket kits
@ DC power cables

e, OPC-1106 (5m; 16.4ft)

ne, HM-135 @ External speaker, SP-24
® Microphone hanger

® ACC plugs @ Spare fuses

RECEIVER

« Sensitivity (at 10dB S/N) :

J3E, ATA [ J2B, F1B | _H3E__|DSC (428)
05— 15999MHz| 6.3uV = 32V | sy
1.6— 1.7999MHz | 0.89uV | 0.89uV | 6.3uV (a“[,z
1.8— 3.9999MHz 3.2uV
7.0-29.9999MHz 0.5uVv 0.5nV = error rate)

« Spurious response rejection ratio:
Tx/Rx (1.6-29.9999MHz) More than 70dB
DSC (Except 1st IF image) More than 50dB

* Audio output power :4.0W at 10% distortion
(at 13.6V DC) with a 4Q load

« Audio output impedance: 4-8Q

« Clarity variable range : +150Hz

* GPS interface : NMEA 0183 version 3.01

All stated specifications are subject to change without
notice or obligation.

OPTIONS SYSTEM OVERVIEW
AT-140 MN-100 ANTENNA MATCHER MN-100L ANTENNA MATCHER
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Matches the transceiver to a long wire  Match the transceiver to a dipole an- Match the transceiver to a longwire an- SP-24

antenna with little insertion loss. Cable
connections are easy to install.
AT-130 is also available.

tenna. Covers all HF bands from 1.5 to
30MHz. Two 8m (26.2ft) antenna wires
come attached.

PS-60 DC POWER SUPPLY

HM-135
HAND
MICROPHO

tenna. Covers all HF bands from 1.5 to
30MHz. A 15m (49.2ft) antenna wire
comes attached.

MB-75 FLUSH MOUNT KIT
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Provides 13.6V DC (30A) output from
an AC outlet.

Water resistant, remote function mic.
Same as supplied.

SP-24 EXTERNAL SPEAKER

AH-710 FOLDED DIPOLE
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4x4-inch external speaker. Same as sup-
plied. Input impedance: 4Q. Max. input
power: 7W.

Covers 1.9 to 30MHz band. Has an SO-239
connector and 30m (98.4ft) coaxial cable.
Easy to assemble (non-kink construction).

For mounting the controller or speaker
to a panel.

¢ RC-25 REMOTE CONTROLLER
Remote controller head. Same as supplied.
¢ OPC-1106 SEPARATION CABLE
5m (16.4ft) separation cable between con-
troller and main unit. Same as supplied.

* OPC-1147

SHIELDED CONTROL CABLE

10m (32.8ft) shielded cable to control
AT-140.
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PC control with To ACC connector or
NMEA format AF/MOD connector
GPS
receiver
HF e-mail

or PC remote control
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