MF/HF MARINE TRANSCEIVER

IC—-M710

SPECIFICATIONS

« Frequency coverage

* Mode (varies with version)

* Number of channels

* Antenna impedance
« Usable temperature range
« Freq. stability

« Power supply requirement

« Current drain (at 13.8 V DC)

Receive 500 kHz-29.9999 MHz
Transmit* 1.6-27.5 MHz
*Restrictions may apply depending on version.

: J3E (USB), H3E, J2B (AFSK), F1B (FSK) R3E,

A1A (CW)
(available modes may differ depending on version)

11136 (max.)

(160 programmable; 242 ITU SSB duplex; 72 ITU
SSB simplex; 662 ITU FSK duplex)

1 50 Q (nominal)
: =30 to +60°C (22 to +140°F)
1 +10 Hz (=30 to +60°C; —22 to +140°F; +20 Hz above 15

MHz for General and Marine versions)

:13.6 VDC +15%

(negative and floating grounds are available depending
on version)

Transmit (max. output power)

30A

Receive (max. audio output)

2.5 A (negative ground type)

3.0 A (floating ground type)

TRANSMITTER

* Output power :
(U.S.A. version)

(Europe version)
* Spurious emissions
« Carrier suppression
» Unwanted sideband

suppression
» Microphone impedance

150, 60, 20 W PEP (selectable)
(60, 20 W only for 25 MHz band)
150, 60 W PEP (selectable)

(60 W only for 25 MHz band)

1 —65 dB (USA version)

—60 dB (Europe version)

140 dB
:55dB

1600 Q

RECEIVER

* Sensitivity
J3E, R3E, J2B, F1B, A1A
(for 12 dB SINAD)

H3E
(for 10 dB S/N)

0.5 pV (1.8-29.9999 MHz)

1 pV (1.6-1.7999 MHz)
6.3 uV (0.5-1.5999 MHz)
3.2 pV (1.8-29.9999 MHz)
6.3 uV (1.6-1.7999 MHz)
32 pV (0.5-1.5999 MHz)

« Dimensions 1 291.4(W)x116.4(H)x315(D) mm * Spurious rejection ratio 1 70 dB (1.6-29.9999 MHz)
(projections not included) 111%52(W)x41%52(H)x121¥52(D) in + Audio output power 1 4.5 W at 10% distortion with a 4 Q load
« Weight 1 7.9 kg; 17 Ib 7 0z (negative ground type) * Audio output impedance 4t08Q
8.1kg; 17 Ib 14 oz (floating ground type) * Clarity variable range 1 +150 Hz
All stated specifications are subject to change without notice or obligation.

OPTIONS

AT-140 HF AUTOMATIC MN-100 ANTENNA MATCHER MN-100L ANTENNA MATCHER AH-710 FOLDED DIPOLE
ANTENNA ANTENNA
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Matches the transceiver to a long wire
antenna with little insertion loss.
AT-130/E is also available.

Match the transceiver to a dipole antenna.
Covers all HF bands from 1.5 to 30 MHz.
8 mx2 antenna wires come attached.

Match the transceiver to a long wire an-
tenna. Covers all HF bands from 1.5 to 30
MHz. 15 mx1 antenna wire comes attached.

Covers from 1.9 to 30 MHz band. Has
an SO-239 connector. Easy to assem-
ble (non-kink construction).

PS-60 DC POWER SUPPLY

FL-100 CW/FSK NARROW
FILTER

HS-50 HANDSET UT-95 2-TONE ALARM UNIT

Provides 13.6 V DC (30 A) output from
an AC outlet.

Have good shape factor to provide bet-

ter CW/RTTY reception.
Bandwidth: 500 Hz/-6 dB

Provides clear audio reception and
comes in handy for listening privacy.

Provides the alarm function. Already
built in to the Marine version.
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Icom America Inc.

<Corporate Headquarters>

2380 116th Avenue N.E., Bellevue, WA 98004, U.S.A.
Phone: +1 (425) 454-8155  Fax : +1 (425) 454-1509
URL : http://www.icomamerica.com

<Customer Service> Phone : +1 (425) 454-7619

Icom Canada

Glenwood Centre #150-6165 Highway 17,
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Phone: +1 (604) 952-4266  Fax : +1(604) 952-0090
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Ilcom New Zealand

146A Harris Road, East Tamaki, Auckland, New Zealand
Phone: +64 (09) 274 4062  Fax : +64 (09) 274 4708
URL : http://www.icom.co.nz

Icom (Europe) GmbH

Communication Equipment

Himmelgeister Str. 100, D-40225 Diisseldorf, Germany
Phone: +49 (0211) 346047  Fax : +49 (0211) 333639
URL : http://www.icomeurope.com

Icom Spain S.L.

Crta. de Gracia a Manresa Km. 14,750

08190 Sant Cugat del Valles Barcelona, Spain

Phone: +34 (93) 590 26 70 Fax : +34 (93) 589 04 46
URL : http://www.icomspain.com

Icom (UK) Ltd.

Unit 9, Sea St., Herne Bay, Kent, CT6 8LD, UK.

Phone: +44 (01227) 741741 Fax : +44 (01227) 741742
URL : http://www.icomuk.co.uk

Icom France S.a

Zac de la Plaine, 1, Rue Brindejonc des Moulinais

BP 5804, 31505 Toulouse Cedex, France

Phone: +33 (5) 6136 0303  Fax : +33 (5) 61 36 03 00
URL : http://www.icom-france.com

Asia Icom Inc.

6F No. 68, Sec. 1 Cheng-Teh Road, Taipei, Taiwan, R.0.C.
Phone: +886 (02) 2559 1899 Fax : +886 (02) 2559 1874
URL : http://www.asia-icom.com

Your local distributor/dealer:

Beijing Ilcom Ltd.

1305, Wanshang Plaza, Shijingshan Road, Beijing, China
Phone: +86 (010) 6866 6337 Fax : +86 (010) 6866 3553
URL : http://www.bjicom.com
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